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BASE STATION 101 SETS RADIO LINK PROTOCOL IN NON- 
RETRANSMISSION MODE AND SENDS HIGH SPEED 
PACKET DATA TO MOBILE STATION 1 12 
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BASE STATION 101 SENDS A HANDOFF REQUIRED MESSAGE TO 
MSC 140 WITH SCH AND RLP CONFIGURATION INFORMATION 
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MSC 140 SENDS HANDOFF REQUEST MESSAGE TO BASE STATION 103 
WITH SCH AND RLP CONFIGURATION INFORMATION 
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IF BASE STATION 103 CAN SUPPORT HIGH SPEED PACKET 
DATA CALL THEN BASE STATION 103 CONNECTS TO PDSN 
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MSC 140 SENDS HANDOFF COMMAND MESSAGE TO BASE STATION 101 
AND BASE STATION 101 SENDS HANDOFF DIRECTION MESSAGE TO MS 1 12 
HANDING OFF HIGH SPEED PACKET DATA CALL ON SCH TO BASE STATION 103 
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BASE STATION 103 SENDS HANDOFF REQUEST ACKNOWLEDGMENT 
MESSAGE TO MSC 140 ADVISING WHETHER BASE STATION 103 CAN 
SUPPORT HIGH SPEED PACKET DATA CALL 
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BASE STATION 103 RECEIVES HIGH SPEED PACKET 
DATA CALL ON SCH STARTING AT NEXT RLP FRAME 
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BASE STATION 103 SENDS HANDOFF COMPLETE MESSAGE TO MSC 140 AND 
MSC 140 SENDS CLEAR COMMAND MESSAGE TO BASE STATION 101 
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